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Foreword 

Thanks for purchasing the Vibes MD850 SynthStation. You are now owner of a 
handcrafted synthesizer with astonishing features and sound capabilities. We are 
proud to be able to call our product made in Austria, produced with local suppliers 
mainly from Austria and Germany. This way we can guarantee the highest quality 
standards. 
We wish you a lot of joy and fun, creating amazing sounds with the Vibes Synthesizer. 
  

Horst Mayer & Team 

Firmware Updates  

The Vibes MD850 is regularly updated with new features, sound packs and other 
improvements via firmware updates. 
 
Please visit our support (https://mayer-emi.at/support) page for the newest version 
of your Vibes MD850 Firmware. 
 

Full Owner’s Manual 

Since your synthesizer will be continuously enhanced through software updates, we’ve 

chosen to publish the Owner’s Manual digitally. This ensures that the documentation 

always matches the software version you’re using. Additionally, in an effort to protect 

the environment, we’ve decided not to include a printed manual with the device. 

This QuickStart guide covers only the essential steps to get your Vibes MD850 up and 

running. For the complete Owner’s Manual, please visit: 

 
https://mayer-emi.at/manuals/vibes  

https://mayer-emi.at/support
https://mayer-emi.at/manuals/vibes
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Connecting your Vibes MD850 
 
Connecting the Unit to Power 

Before connecting your Vibes MD850 to the main power supply, make sure the power 
switch is set to OFF. To protect your speakers — and your ears — please lower the 
volume or mute the input channels on your mixer before switching the unit on. 
Attach your country-specific adapter to the power supply. 
Always use the original power supply and adapters that came with your Vibes MD850. 
Plug the power supply into a wall socket, then connect it to the DC input jack on the 
rear panel of your synthesizer. Feel free to continue connecting other devices as 
described below before turning on the power. 
 
Connecting an Audio System 

Before connecting your audio system, please make sure to mute the input channels on 
your mixer or turn down the volume of your speakers. This helps prevent any 
unwanted noise or damage when powering on. 
Use a 6.35mm (1/4”) stereo cable to connect the output jacks on the rear panel of your 
Vibes MD850 to the inputs of your mixer, monitor speakers, or other audio gear. 
Alternatively, you can use the included stereo-to-mono adapter and connect a dual 
6.35mm mono cable instead — whichever suits your setup best. 

Note: The USB Host and Ethernet jacks do not carry any audio signal. 
 
Connecting Headphones 

Before connecting your headphones, ensure that the headphone volume in the Mixer 
menu is set to its lowest level. 
Plug your headphones into the 6.35mm (1/4”) headphone output located on the rear 
panel of the Vibes MD850. 
Adjust the headphone volume to your preferred level via the Mixer menu: 
Mixer → Master → Headphones 
 
Connecting DIN MIDI Keyboards  

The Vibes MD850 features three 5-pin DIN MIDI connectors:  
- MIDI OUT transmits data from the Vibes MD850 to external devices. 
- MIDI IN receives MIDI data from external controllers. 
- MIDI THRU passes incoming MIDI data directly to other devices without modification. 
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Ensure that your external MIDI devices are configured to use the correct MIDI 
channels. You can also adjust channel settings in the Vibes MD850’s MIDI menu: 
MIDI → IN-(A…D), IO-ET1, IO-ET2 
 
 
Connecting Schema 
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Connecting USB MIDI Keyboards / Controllers 

The Vibes MD850 provides three USB-A Host ports for connecting USB-MIDI devices. 
Each port supports standard USB-MIDI keyboards and selected Launchpad-style 
controllers without requiring driver installation. Maximum current per port is 0.5A 
(1.5A total across all ports). 
After connecting your USB-MIDI device, open the MIDI Device menu to configure it: 
MIDI → Devices 
 

1) Connect a USB MIDI device to one of the USB-A Host ports as shown in the 
connection schema 

2) On your Vibes set up USB MIDI devices in MIDI → DEVICES menu 
 

3) Update list of available USB MIDI devices 

 

4) Select Port P1…4 for configuration 
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5) Select the USB MIDI device to get assigned to the selected Port P1…4 

 

6) Configure MIDI → IN-(A…D)  

7) Configure assigned MIDI Port P1…4 to use 

 

 
Ensure that your USB MIDI input devices are set to the correct MIDI channels, or adjust 
parameter IN-CHANNEL settings in the Vibes MD850’s MIDI menu to match the MIDI 
channel of your USB MIDI input device: MIDI → IN-(A…D), IO-ET1, IO-ET2. 
Ensure that the parameter IN-PORT reflects the Port P1…4 of the mapped USB MIDI 
input device. 
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Turning on the Unit 

Before powering on your Vibes MD850, ensure that the volume controls on all 
connected devices are set to their lowest levels. 

Switch on the unit using the power switch located on the rear panel. 

Wait for the startup sequence to complete. The display will show the startup screen 
once the system is ready. 

The default Performance will load automatically, and you can begin creating sounds 
immediately. 

Start playing sounds 
 
Your Vibes MD850 consists of four independent synthesizer parts, a dedicated drum 
computer, the clip launcher a mixer. 
 
Loading a Preset into one Part 

To load a preset into one of the parts, navigate to PART A/B/C/D. Use the touchscreen 
or the main wheel to scroll through the list and press to load the selected preset. You 
can now play the part using your connected keyboard. 

Note: If no sound is produced, verify that your USB keyboard is properly configured 
and transmitting on the correct MIDI channel for the selected part. Refer to the MIDI 
setup instructions above. 

Loading a Performance 

To load a performance — which manages all parts, the drum computer, and the clip 
launcher — go to the PERFORM menu. Scroll through the list using the touchscreen or 
main wheel and press to load the desired performance. 
You can play individual parts via your keyboard or trigger all elements simultaneously 
using the CLIP menu. Select the desired line number or clip to start playback. 
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Perform 

 
1) PLAY /STOP Transport 2) Transport position 3) Start scene 
4) Stop all clips 5) Start clip  

Vibes connect 

Vibes Connect is the web-based interface for controlling the Clip Launcher, Mixer, 
Drum Grid, and Resource Management of your Vibes. 
 
Access Vibes connect 

Connect the Synthesizer to Your Network 
Use either wired LAN or Wi-Fi: 
- For wired LAN: Connect an Ethernet cable from the Ethernet connector on the rear 
panel of your Vibes to your Switch or Router. 
- For Wi-Fi: Navigate to SETUP → WiFi and connect to your local network. 
 

 

1) Enable Wi-Fi (if not enabled) 
2) SCAN for available Wi-Fi 
3) Select the wanted Wi-Fi in 

the list 
4) Press Encoder 1 to CONNECT 

to the Wi-Fi 
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5) Enter the WiFi-Password 
6) Optional Toggle clear text 

view of entered password 
7) Press OK to use the password 

 

Locate the IP Address and Serial Number of your Vibes 
Open the SETUP → DIAG menu to view: 
- The IP address assigned via DHCP 
- The serial number in the format 10000000NNNNNNNN 
 

 

 
 

1) IP Addresses    
2) Serial number 

 

Open Vibes Connect in Your Browser 
On a device connected to the same network, open a web browser and enter one of 

the following: 

http://<IP>   using the IP address shown in the DIAG menu. 

http://Vibes-1NNNNNNNN.local using the serial number (replace N’s accordingly). 

http://Vibes-1NNNNNNNN for clients not supporting .local addresses. 

Note: Some operating systems may not support .local hostnames reliably. In such 

cases, use the plain hostname or the IP address variant. 
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